
Coatings

Dispensing and application of low to high viscosity plural compo-
nent materials, including those with short pot lives. For extreme-
ly high viscosity materials, the system can be fit with fluid hea-
ters.

Applications

Typical applications include large surface area and high-build
coatings jobs in the offshore, ship construction and maintenan-
ce, structural preservation, corrosion protection, soundproofing,
and manufacturing industries as well as in automated spray
lines

Variable ratio
plural component spray system
for the industrial marketplace

WIWA FlexiMix II

The WIWA FlexiMix II is a powerful plural component application system that offers a variable mixing ratio for a
wide range of applications. The electronic monitor ensures high mixing accuracy results.
This unit can also be used for standard airless applications.

WIWA FlexiMix II

The Advantages:

� Extremely accurate, variable mixing ratio

� Digital display for the mix ratio setting and
material usage.

� Automatic system shutdown when off-
ratio spray is detected

� High-pressure filters with circulation
system

� Needle valves for performing manual
ratio checks

� Small amounts of proportioned material can
be dispensed for touch-ups

� All control elements conveniently located
on one panel

� Simple to operate and train new personnel

� Easy to transport. The slim design enables
movement through doors and hallways

� Entire system is cart mounted

� Efficient use of multiple spray guns

� Designed for quick maintenance

� Quick paint switches

� Carbon and stainless steel versions
available
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WIWA FlexiMix II

Optional Accessories

� Feed Pumps
� Feed Container approx.

25 ltr. (6.6 gal.)
� Suction Hoses
� External Mixing Block
� Explosion proof version
� Fork-lifting frame

� Fluid Heaters
i.e. WIWA HD 3500, 230V,
3500 Watt

� WIWA Flush Pump
Pressure Ratio: 33:1
Max. Output per Cycle: 27
ccm (.91 fl.oz.)
Output at 60 cpm: 1.6
ltr./min (.42 gal./min.)

Technical Specifications

Mix ratio range by volume: 0,5:1 to 10:1

Pressure ratio: 64 : 1

Max. fluid pressure: 448 bar (6586 psi)

Output per cycle: to 306 ccm (10.4 fl.oz.)

Output at 40 cpm 1:1 mix ratio - 12,2 ltr./min (3.2 gal./min)
4:1 mix ratio - 7,7 ltr./min (2 gal./min)

10:1 mix ratio - 6,7 ltr./min (1.8 gal./min)

Max. inbound air pressure: 7 bar (101 psi)

Max. air consumption: 3500 ltr./min (921 gal./min.)

Power rating: 230 V

Dimensions: L x W x H: 1310 x 920 x 1680 mm (51.6 x 36.2 x 66.1 in.)

Weight (depending on version) approx. 160 kg (353 lbs.)

WIWA FlexiMix II - powerful, heavy-duty plural component application equipment for
large surface area coverage and anit-corrosive coatings in the industrial marketplace.

Sales and Service through:


